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Abstract. Based on the Timoshenko curved beam theory, a novel and feasible closed-form 
solution was proposed to deal with the internal mechanics characteristics of mechanical elastic 
wheel (MEW). With the Laplace transformation and boundary conditions, the governing 
differential equations was reduced to a single equation in regard to the rotation angle of curved 
beam, so as to reveal the relationship among the radial deformation, the tangential deformation 
and the curved angle. Furthermore, by adopting the Frobenius theory and the Green function, six 
normalized solutions of equations, the general solution and the free vibration of system equations 
were obtained. In the end, structure mechanics and vibration modal experiments were carried out 
and the results show that the analytical model is applicable for the experimental results. 
Keywords: mechanical elastic wheel, Timoshenko curved beam, Laplace transformation, Green 
function. 
1. Introduction 
The properties of tires are of great influence on the vehicle driving performance, which 
supports vehicle weight, transfers driving force and braking force, and ensures enough adhesion 
force between the wheel and the ground. In addition, tires should meet requirements for safety, 
durability and comfort, and safety [1]. However, as statistics show, 70 %-80 % of the traffic 
accidents in superhighway are caused by tire blow-out. In order to promote the development of 
the modern automobile industry, mechanical elastic wheels emerged as required [2-4]. 
There is a flood of theoretical and computational literature on the mechanics analysis of 
pneumatic tire and circular structure [5-13]. Despite the curved beam model is widely used in 
various structures, but rarely used in the analysis of the tire model [14-16]. On one side, Kung 
proposed a flexible boundary loop model based on the radial and circumferential springs, and then 
verified it by using complicated finite element method [17]. Huang and Soedel studied the 
influence of coriolis acceleration of dynamic elastic boundary ring, and compared it with static 
ring model [18, 19]. On the other side, Kindt used the three-dimensional ring model to analyze 
structure-bearing noise, and proved that this model was suitable for the condition of 300 Hz [20]. 
However, all those ring models on the Euler-Bernoulli Beam assumption overlook the factors of 
shear deformation. 
In this work, the curved beam model of MEW was proposed based on Timoshenko curved 
beam theory to pridict deformations, forces and vibration modal of mechanical elastic wheel on 
plane rigid ground. The relationship among three parameters: the radial deformation, the 
tangential deformation and curved deformation, free vibration and the closed-form solution of 
system equations were obtained by using the Frobenius theory and the Green function experiments 
were finally carried out to check the feasibility and efficiency of the proposed model. 
2. Characteristics of MEW 
MEW is mainly consisted of one hub, hinges and elastic ring, as shown in Fig. 1. The external 
of elastic ring is parceled by rubber tread, and which is connected to the hub by hinges with the 
same angle along the circumferential direction. The forces and deformation of pneumatic wheel 
1472. CLOSED-FORM SOLUTION OF CURVED BEAM MODEL OF ELASTIC MECHANICAL WHEEL.  
BO LI, YOUQUN ZHAO, LIGUO ZANG 
3952 © JVE INTERNATIONAL LTD. JOURNAL OF VIBROENGINEERING. DEC 2014, VOLUME 16, ISSUE 8. ISSN 1392-8716  
in load case are shown in Fig. 2, meanwhile whose circumferential part are under stress, just the 
force on the bottom is small. The hinges of MEW can only sustain tension, and have zero modulus 
in compression, so the deformation and couple of the elastic ring is large,which is shown in Fig. 3, 
and the rest of elastic ring along the circumferential direction almost remains the same for the high 
stiffness of hinges assumed as rigid-body. Therefore, the curved beam of elastic ring is the key 
part of MEW. 
 
Fig. 1. Structure of MEW 
Loaded wheel
Unloaded wheel
Road
Fig. 2. Forces and deformation of pneumatic wheel 
Fig. 3. Forces and deformation of MEW 
3. Curved beam analysis 
3.1. Governing equation and boundary conditions 
According to the mechanics model of curved beam in Fig. 4, the setting-up of the Timoshenko 
curved beam model is as below: 
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݉(ߦ, ߬) = ܯ
(ߠ, ݐ)ܮ
ܧܫ , ܲ(ߦ, ߬) =
ܲ(ߠ, ݐ)ܮଷ
ܧܫ , ݍ(ߦ, ߬) =
ܳ(ߠ, ݐ)ܮଷ
ܧܫ ,
ݑ = ܷܮ ,   ݓ =
ܹ
ܮ ,   ߙ =
ܮ
ܴ ,   ߚଵ =
ܭ௎ܮଷ
ܧܫ = ߚସ,   ߚଶ =
ܭௐܮଷ
ܧܫ = ߚହ,   ߚଷ =
ܭ ܮ 
ܧܫ = ߚ଺,
ߤ = ܧܫߢܩܣܮଶ ,   ߟ =
ܬ
ߩܣܮଶ , ߞ =
ߜܮଶ
ܧܫ , ߦ =
ܴߠ
ܮ , ߬ =
ݐ
ܮଶ ඨ
ܧܫ
ߩܣ ,
 (1)
the governing different equation and boundary conditions are, respectively: 
− 1ߤ
߲
߲ߦ ൬
߲ݑ
߲ߦ + ߙݓ − ߮൰ − ߞߙ ൬
߲ݓ
߲ߦ − ߙݑ൰ +
߲ଶݑ
߲߬ଶ = ݌(ߦ, ߬), (2)
ߙ
ߤ ൬
∂ݑ
∂ߦ + ߙݓ − ߮൰ − ߞ
∂
∂ߦ ൬
∂ݓ
∂ߦ − ߙݑ൰ +
∂ଶݓ
∂߬ଶ = ݍ(ߦ, ߬), (3)
− 1ߤ ൬
∂ݑ
∂ߦ + ߙݓ − ߮൰ −
∂ଶ߮
∂ߦଶ + ߟ
∂ଶ߮
∂߬ଶ = ݉(ߦ, ߬). (4)
 
Fig. 4. Mechanical model of curved beam 
At ߦ = 0, boundary conditions are: 
ߛଵଶ
1
ݑ ൬
∂ݑ
∂ߦ + ߙݓ − ߮൰ − ߛଵଵݑ = 0, (5)
ߛଶଶߞ ൬
∂ݓ
∂ߦ − ߙݑ൰ − ߛଶଵݓ = 0, (6)
ߛଷଶ
∂߮
∂ߦ − ߛଷଵ߮ = 0. (7)
At ߦ = 1: 
ߛସଶ
1
ߤ ൬
∂ݑ
∂ߦ + ߙݓ − ߮൰ + ߛସଵݑ = 0, (8)
ߛହଶߞ ൬
∂ݓ
∂ߦ − ߙݑ൰ + ߛହଵݓ = 0, (9)
ߛ଺ଶ
∂߮
∂ߦ + ߛ଺ଵ߮ = 0, (10)
ߛ௜ଵ =
ߚ௜
1 + ߚ௜
,   ߛ௜ଶ =
1
1 + ߚ௜
, ݅ = 1, … , 6. (11)
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ܹ(ߠ) and ܷ(ߠ) are tangential and radial deformation, respectively, ߮(ߠ) is curving angle, 
ܲ(ߠ), ܳ(ߠ) and ܯ(ߠ) are vertical load, axial load and bending moment, respectively, ܧ, ܩ, ߢ, ܫ, 
ܬ and ܣ are Young modulus, shear modulus, correction factor, area inertia moment, mass inertia 
moment and sectional area, respectively, ߩ, ܮ and ܴ are density, the length of the beam and radius, 
respectively, ܭ௎, ܭௐ and ܭఏ are radial, tangential and rotation constraining force, respectively: 
ݓ(ߦ, 0) = ݓ଴(ߦ),   
∂ݓ(ߦ, 0)
∂߬ = ݓሶ ଴(ߦ),
(12)
where, ݓ଴(ߦ) and ݓሶ ଴(ߦ) are initial functions. 
By taking the Laplace transformation, and the governing differential equations are as: 
− 1ߤ
݀
݀ߦ ൬
݀ݑത
݀ߦ + ߙݓഥ − ത߮൰ − ߞߙ ൬
݀ݓഥ
݀ߦ − ߙݑത൰ + ݏ
ଶݑത = ݌∗(ߦ, ݏ), (13)
ߙ
ߤ ൬
݀ݑത
݀ߦ + ߙݓഥ − ത߮൰ − ߞ
݀
݀ߦ ൬
݀ݓഥ
݀ߦ − ߙݑത൰ + ݏ
ଶݓഥ = ݍ∗(ߦ, ݏ), (14)
− 1ߤ ൬
݀ݑത
݀ߦ + ߙݓഥ − ത߮൰ −
݀ଶ ത߮
݀ߦଶ + ߟݏ
ଶ ത߮ = ݉∗(ߦ, ݏ), (15)
where: 
ݑത(ߦ, ݏ) = න ݑ(ߦ, ߬)
ஶ
଴
݁ି௦௧݀߬, ݓഥ(ߦ, ݏ) = න ݓ(ߦ, ߬)
ஶ
଴
݁ି௦௧݀߬,
ത߮(ߦ, ݏ) = න ߮(ߦ, ߬)
ஶ
଴
݁ି௦௧݀߬,   ݌̅(ߦ, ݏ) = න ݌(ߦ, ߬)
ஶ
଴
݁ି௦௧݀߬,
ݍത(ߦ, ݏ) = න ݍ(ߦ, ߬)
ஶ
଴
݁ି௦௧݀߬,   ഥ݉(ߦ, ݏ) = න ݉(ߦ, ߬)
ஶ
଴
݁ି௦௧݀߬,
݉∗(ߦ, ݏ) = ഥ݉(ߦ, ݏ) + [ݏ߮଴(ߦ) + ሶ߮ ଴(ߦ)], ݌∗(ߦ, ݏ) = ݌̅(ߦ, ݏ) + [ݏݑ଴(ߦ) + ݑሶ ଴(ߦ)],
ݍ∗(ߦ, ݏ) = ݍത(ߦ, ݏ) + [ݏݓ଴(ߦ) + ݓሶ ଴(ߦ)].
 (16)
Substitute Eq. (15) into Eq. (13): 
ݑത = 1ߞߙଶ + ݏଶ ቈ
݀
݀ߦ ቆ−
݀ଶ߮
݀ߦଶ + ߟݏ
ଶ ത߮ − ݉∗ቇ + ߞߙ ݀ݓഥ݀ߦ + ݌
∗቉. (17)
Multiply ߤ/ߙ and ߤ(ߞߙଶ + ݏଶ)/ߙଶ by the derivatives of Eq. (14) and Eq. (17) respectively, 
then add them together: 
ത߮ + ቆߤݏ
ଶ
ߙଶ − 1ቇ ൬
݀ݑത
݀ߦ − ߙݓഥ൰ =
ߤ
ߙଶ ቈ
݀ଶ
݀ߦଶ ቆ−
݀ଶ߮
݀ߦଶ + ߟݏ
ଶ − ݉∗ቇ + ݌∗቉ − ߤߙ ݍ
∗. (18)
Multiply ߤ(ߤݏଶ/ܽଶ − 1) by Eq. (15), and then subtract it from Eq. (18): 
ݓഥ = ߙ2ݏଶ ቊ
1
ߙଶ
݀ସ ത߮
݀ߦସ + ቈ1 −
ݏଶ
ߙଶ (ߟ + ߤ)቉
݀ଶ ത߮
݀ߦଶ + ൤൬
1
ߙଶ − ߟ൰ ݏ
ଶ + ߤߟߙଶ ݏ
ସ൨ ത߮  
       + 1ߙଶ
݀ଶ݉∗
݀ߦଶ − ቆ
ߤݏଶ
ߙଶ − 1ቇ ݉
∗ − 1ߙଶ
݀ ݌∗
݀ߦ +
1
ߙ ݍ
∗ቋ.  
(19)
Substitute Eq. (19) into Eq. (17): 
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ݑത = 1ߞߙଶ + ݏଶ ቊ
ߞ
2ݏଶ
݀ହ ത߮
݀ߦହ − ቈ1 +
ߞ
2 (ߟ + ߤ) −
ߞߙଶ
2ݏଶ ቉
݀ଷ ത߮
݀ߦଷ
      + ൤ߟݏଶ + ߞ2 (1 − ߙ
ଶߟ + ߤߟݏଶ)൨ ݀ ത߮݀ߦ +
ߞ
2ݏଶ
݀ଷ݉∗
݀ߦଷ + ቆ
ߞߙଶ
2ݏଶ −
ߞߤ
2 − 1ቇ
݀݉∗
݀ߦ  
      − ߞ2ݏଶ
݀ଶ݌∗
݀ߦଶ + ݌
∗ + ߞߙ2ݏଶ
݀ ݍ∗
݀ߦ ቋ.
(20)
Substitute Eq. (19) and Eq. (20) into Eq. (15): 
݀଺ ത߮
݀ߦ଺ + ݍସ
݀ସ ത߮
݀ߦସ + ݍଶ
݀ଶ ത߮
݀ߦଶ + ݍ଴ ത߮ = ෍
݀௜݌௜(ߦ)
݀ߦ௜
ଷ
௜ୀ଴
, ߦ ∈ (0,1), (21)
where: 
ݍସ = 2ߙଶ − ൬ߟ + ߤ +
1
ߞ൰ ݏ
ଶ, ݍଶ = ൤ߤߟ +
1
ߞ (ߤ + ߟ)൨ ݏ
ସ + ൤ߙଶ ൬ߤ − 2ߟ + 1ߞ൰ + 1൨ ݏ
ଶ + ߙସ,
ݍ଴ = − ൜
ߤߟ
ߞ ݏ
଺ + ൤ܽଶߟߤ + 1ߞ (1 + ߟ)൨ ݏ
ସ + [ߙଶ + ߟߙସ]ݏଶൠ ,
݌ଷ = ݌∗,    ݌ଶ = −ߙݍ∗ − ቆ2ߙଶ − ߤݏଶ −
ݏଶ
ߞ ቇ ݉
∗,
݌ଵ = ቆߙଶ −
ݏଶ
ߞ ቇ ݌
∗, ݌଴ = − ቆߙଶ +
ݏଶ
ߞ ቇ [ߙݍ
∗ + (ߙଶ + ߤݏଶ)݉∗].
 (22)
Substitute Eq. (19) and Eq. (20) into the boundary conditions. 
At ߦ = 0: 
ߛଵଵ ଵ݃
݀ହ ത߮
݀ߦହ + ߛଵଵ݃ଶ
݀ଷ ത߮
݀ߦଷ + ߛଵଶ݃ଷ
݀ଶ ത߮
݀ߦଶ + ߛଵଵ݃ସ
݀ ത߮
݀ߦ + ߛଵଶ݃ହ ത߮ = 0, (23)
ߛଶଶ݃଺
݀ହ ത߮
݀ߦହ + ߛଶଵ݃଻
݀ସ ത߮
݀ߦସ + ߛଶଶ଼݃
݀ଷ ത߮
݀ߦଷ + ߛଶଵ݃ଽ
݀ଶ ത߮
݀ߦଶ + ߛଶଶ ଵ݃଴
݀ ത߮
݀ߦ + ߛଶଵ ଵ݃ଵ ത߮ = 0, (24)
ߛଷଶ
݀ ത߮
݀ߦ − ߛଷଵ ത߮ = 0. (25)
At ߦ = 1: 
ߛସଵ ଵ݃
݀ହ ത߮
݀ߦହ + ߛସଵ݃ଶ
݀ଷ ത߮
݀ߦଷ − ߛସଶ݃ଷ
݀ଶ ത߮
݀ߦଶ + ߛସଵ݃ସ
݀ ത߮
݀ߦ − ߛସଶ݃ହ ത߮ = 0, (26)
ߛହଶ݃଺
݀ହ ത߮
݀ߦହ − ߛହଵ݃଻
݀ସ ത߮
݀ߦସ + ߛହଶ଼݃
݀ଷ ത߮
݀ߦଷ − ߛହଵ݃ଽ
݀ଶ ത߮
݀ߦଶ + ߛହଶ ଵ݃଴
݀ ത߮
݀ߦ − ߛହଵ ଵ݃ଵ ത߮ = 0, (27)
ߛ଺ଶ
݀ ത߮
݀ߦ + ߛ଺ଵ ത߮ = 0, (28)
where: 
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ଵ݃ = 1,   ݃ଶ = ߙଶ − ݏଶ ൬ߤ + ߟ +
2
ߞ൰, ݃ଷ = 2ݏ
ଶ ቆߙଶ + ݏ
ଶ
ߞ ቇ ,
݃ସ = ݏଶ ൤ݏଶ ൬
2ߟ
ߞ + ߟߤ൰ + 1 − ߟߙ
ଶ൨,   ݃ହ = −2ߟݏସ ቆߙଶ +
ݏଶ
ߞ ቇ ,
݃଺ = 1 −
ߙଶ
൬ߙଶ + ݏ
ଶ
ߞ ൰
,   ݃଻ = −
1
ߞ ,
 (29)
଼݃ = ߙଶ − ݏଶ(ߤ + ߟ) +
ߙଶ
(ߙଶ + ݏଶ ߞ⁄ ) ൤
2ߟ
ߞ + ߟ + ߤ൨ ݏ
ଶ − ߙଶ,
݃ଽ =
1
ߞ [(ߟ + ߤ)ݏ
ଶ − ߙଶ],
ଵ݃଴ = ݏଶ ቊ1 − ߟߙଶ + ߤߟݏଶ −
ߙଶ
(ߙଶ + ݏଶ ߞ⁄ ) ൤൬
2
ߞ + ߤ൰ ߟݏ
ଶ + 1 − ߟߙଶ൨ቋ ,
ଵ݃ଵ = −
ݏଶ
ߞ [1 − ߟߙ
ଶ + ߤߟݏଶ].
 (30)
3.2. General solution 
Governing differential Eq. (21) can be represented as: 
ത߮(ߦ) = ߮௣(ߦ) + ෍ ܥ௜ ௜ܸ
଺
௜ୀଵ
(ߦ), (31) 
where, ߮௣(ߦ)  and { ௜ܸ(ߦ)}  are the particular solution and six linear normalized solutions, 
respectively, ܥ௜  are the constants. Equation solutions should meet the following standard 
conditions: 
ۏ
ێ
ێ
ێ
ێ
ێ
ۍ ଵܸ(0) ଶܸ(0) ଷܸ(0) ସܸ(0) ହܸ(0) ଺ܸ(0)ܸᇱଵ(0) ܸᇱଶ(0) ܸᇱଷ(0) ܸᇱସ(0) ܸᇱହ(0) ܸᇱ଺(0)
ܸᇳଵ(0) ܸᇳଶ(0) ܸᇳଷ(0) ܸᇳସ(0) ܸᇳହ(0) ܸᇳ଺(0)
ܸᇵଵ(0) ܸᇵଶ(0) ܸᇵଷ(0) ܸᇵସ(0) ܸᇵହ(0) ܸᇵ଺(0)
ଵܸ
(ସ)(0) ଶܸ(ସ)(0) ଷܸ(ସ)(0) ସܸ(ସ)(0) ହܸ(ସ)(0) ଺ܸ(ସ)(0)
ଵܸ
(ହ)(0) ଶܸ(ହ)(0) ଷܸ(ହ)(0) ସܸ(ହ)(0) ହܸ(ହ)(0) ଺ܸ(ହ)(0)ے
ۑ
ۑ
ۑ
ۑ
ۑ
ې
=
ۏ
ێ
ێ
ێ
ێ
ۍ1 0 0 0 0 00 1 0 0 0 0
0 0 1 0 0 0
0 0 0 1 0 0
0 0 0 0 1 0
0 0 0 0 0 1ے
ۑ
ۑ
ۑ
ۑ
ې
. (32) 
Substitute Eq. (31) into Eq. (23-30), and associated coefficients can be obtained through the 
following matrix: 
ۏ
ێ
ێ
ێ
ێ
ۍ ߜଷ଺ ߜଷହ ߜଷସ ߜଷଷ ߜଷଶ ߜଷଵߜଶ଺ ߜଶହ ߜଶସ ߜଶଷ ߜଶଶ ߜଶଵ
ߜଵ଺ ߜଵହ ߜଵସ ߜଵଷ ߜଵଶ ߜଵଵ
ߛଵଵ ଵ݃ 0 ߛଵଵ݃ଶ ߛଵଶ݃ଷ ߛଵଵ݃ସ ߛଵଶ݃ହ
ߛଶଶ݃଺ ߛଶଵ݃଺ ߛଶଶ଼݃ ߛଶଵ݃ଽ ߛଶଶ ଵ݃଴ ߛଶଵ ଵ݃ଵ
0 0 0 0 ߛଷଶ −ߛଷଵ ے
ۑ
ۑ
ۑ
ۑ
ې
ۏ
ێ
ێ
ێ
ێ
ۍܥ଺ܥହ
ܥସ
ܥଷ
ܥଶ
ܥଵے
ۑ
ۑ
ۑ
ۑ
ې
=
ۏ
ێ
ێ
ێ
ێ
ۍܣ଺ܣହ
ܣସ
ܣଷ
ܣଶ
ܣଵے
ۑ
ۑ
ۑ
ۑ
ې
, (33) 
where: 
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ܣଵ = −ߛଷଶ ത߮௉(0) + ߛଷଵ߮௉(0), 
ܣଶ = − ൭
ߛଶଶ݃଺߮௣(ହ)(0) + ߛଶଵ݃଻߮௣(ସ)(0) + ߛଶଶ଼݃߮௣(ଷ)(0) + ߛଶଵ݃ଽ߮௣(ଶ)(0)
+ߛଶଶ ଵ݃଴߮௣(ଵ)(0) + ߛଶଵ ଵ݃ଵ߮௉(0)
൱, 
ܣଷ = − ቀߛଵଵ ଵ݃߮௣(ହ)(0) + ߛଵଵ݃ଶ߮௣(ଷ)(0) + ߛଵଶ݃ଷ߮௣(ଶ)(0) + ߛଵଵ݃ସ߮௣(ଵ)(0) + ߛଵଶ݃ହ߮௉(0)ቁ, 
ܣସ = ߛସଵ ଵ݃߮௣(ହ)(1) + ߛସଵ݃ଶ߮௣(ଷ)(1) − ߛସଶ݃ଷ߮௣(ଶ)(1) + ߛସଵ݃ସ߮௣(ଵ)(1) − ߛସଶ݃ହ߮௉(1), 
ܣହ = −ߛହଶ݃଺߮௣(ହ)(1) + ߛହଵ݃଻߮௣(ସ)(1) − ߛହଶ଼݃߮௣(ଷ)(1) + ߛହଵ݃ଽ߮௣(ଶ)(1) 
      −ߛହଶ ଵ݃଴߮௣(ଵ)(1) + ߛହଵ ଵ݃ଵ߮௉(1), 
(34) 
ܣ଺ = −ߛ଺ଶ߮௣(ଵ)(1) − ߛ଺ଵ߮௉(1), 
ߜଵ௜ = − ቀߛସଵ ଵ݃ ௜ܸ
(ହ)(1) + ߛସଵ݃ଶ ௜ܸ
(ଷ)(1) − ߛସଶ݃ଷ ௜ܸ
(ଶ)(1) + ߛସଵ݃ସ ௜ܸ
(ଵ)(1) − ߛସଶ݃ହ ௜ܸ(1)ቁ, 
ߜଶ௜ = − ቆ
−ߛହଶ݃଺ ௜ܸ
(ହ)(1) + ߛହଵ݃଻ ௜ܸ
(ସ)(1) − ߛହଶ଼݃ ௜ܸ
(ଷ)(1) + ߛହଵ݃ଽ ௜ܸ
(ଶ)(1)
−ߛହଶ ଵ݃଴ ௜ܸ
(ଵ)(1) + ߛହଵ ଵ݃ଵ ௜ܸ(1)
ቇ, 
ܣଷ௜ = ߛ଺ଶ ௜ܸ
(ଵ)(1) + ߛ଺ଵ ௜ܸ(1), ݅ = 1,2,3,4,5,6. 
(35) 
The dynamic response of the system can be obtained by inverse Laplace transformation: 
߰(ߦ, ߬) = 12ߨ݆ න ത߮(ߦ, ݏ)
௖ା௝ஶ
௖ି௝ஶ
݁௦ఛ݀ݏ, ߦ ∈ (0,1), (36) 
where, ݆ଶ = −1, ܿ is the constant of the inverse Laplace transformation. 
3.3. Normalized homogeneous solution 
A series representation of solutions can be established through the Frobenius method: 
௜ܸ = ෍ ݇௜,௡ߦ௡
ஶ
௡ୀ଴
, ݅ = 1,2, . . . ,6, (37) 
ଵܸ(ߦ): ݇ଵ,଴ = 1, ݇ଵ,ଵ = ݇ଵ,ଶ = ݇ଵ,ଷ = ݇ଵ,ସ = ݇ଵ,ହ = 0, 
ଶܸ(ߦ): ݇ଶ,ଵ = 1, ݇ଶ,଴ = ݇ଶ,ଶ = ݇ଶ,ଷ = ݇ଶ,ସ = ݇ଶ,ହ = 0, 
ଷܸ(ߦ): ݇ଷ,ଶ = 0.5, ݇ଷ,଴ = ݇ଷ,ଵ = ݇ଷ,ଷ = ݇ଷ,ସ = ݇ଷ,ହ = 0, 
ସܸ(ߦ): ݇ସ,ଷ =
1
6 , ݇ସ,଴ = ݇ସ,ଵ = ݇ସ,ଶ = ݇ସ,ସ = ݇ସ,ହ = 0, 
ହܸ(ߦ): ݇ହ,ସ =
1
24 , ݇ହ,଴ = ݇ହ,ଵ = ݇ହ,ଶ = ݇ହ,ଷ = ݇ହ,ହ = 0, 
଺ܸ(ߦ): ݇଺,ହ =
1
120 , ݇଺,଴ = ݇଺,ଵ = ݇଺,ଶ = ݇଺,ଷ = ݇଺,ସ = 0. 
(38) 
Solutions of these equations satisfy Eq. (32), and substitute Eq. (37) into Eq. (21), the 
recurrence equation can be obtained: 
݇௜,௟ା଺ =
(݈ + 4)(݈ + 3)(݈ + 2)(݈ + 1)ݍସ݇௜,௟ାସ + (݈ + 2)(݈ + 1)ݍଶ݇௜,௟ାଶ + ݍ଴݇௜,௟
(݈ + 6)(݈ + 5)(݈ + 4)(݈ + 3)(݈ + 2)(݈ + 1) , 
݈ = 0,1,2 …. 
(39) 
3.4. Particular solution 
Use Green function of an ݊th-order ordinary differential equation of constant coefficient to 
derive the particular solution, and the particular solution ߮௣(ߦ) can be expressed as: 
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߮௣(ߦ) = ෍ න ݌௜(ݔ)ܧ௜(ߦ − ݔ)
ଵ
଴
݀ݔ
ଷ
௜ୀ଴
, (40) 
where: 
ܧ଴(ߦ) = ଺ܸ(ߦ)ܪ(ߦ), 
ܧଵ(ߦ) = ହܸ(ߦ)ܪ(ߦ), 
ܧଶ(ߦ) = [ ସܸ(ߦ) − ݍସ ଺ܸ(ߦ)]ܪ(ߦ), 
ܧଷ(ߦ) = [ ଷܸ(ߦ) − ݍସ ହܸ(ߦ)]ܪ(ߦ), 
(41) 
where ܪ(ߦ) is Heaviside function. 
3.5. Free vibration 
Considering free vibration on the system, ݏ (Laplace transformation parameter) is replaced by 
݆ݓ, that means ݏ = ݆ݓ, and ݓ = ߗܮଶඥߩܣ ܧܫ⁄ . Because ܣ௜ of Eq. (33) are zero, then the frequence 
equation of the curved beam should be written as: 
ۏ
ێ
ێ
ێ
ێ
ۍ ߜଷ଺ ߜଷହ ߜଷସ ߜଷଷ ߜଷଶ ߜଷଵߜଶ଺ ߜଶହ ߜଶସ ߜଶଷ ߜଶଶ ߜଶଵ
ߜଵ଺ ߜଵହ ߜଵସ ߜଵଷ ߜଵଶ ߜଵଵ
ߛଵଵ ଵ݃ 0 ߛଵଵ݃ଶ ߛଵଶ݃ଷ ߛଵଵ݃ସ ߛଵଶ݃ହ
ߛଶଶ݃଺ ߛଶଵ݃଺ ߛଶଶ଼݃ ߛଶଵ݃ଽ ߛଶଶ ଵ݃଴ ߛଶଵ ଵ݃ଵ
0 0 0 0 ߛଷଶ −ߛଷଵ ے
ۑ
ۑ
ۑ
ۑ
ې
= 0. (42) 
4. Experimental verification 
4.1. Structural mechanics verification 
In order to verify the accuracy of the curved beam model of MEW, the vertical loading 
experiments were carried out in Fig. 5. The material and geometric parameters of MEW are shown 
in Table1. The vertical deflection is set as ߜ = 15 mm, and the measurement range of curved beam 
is −40° ≤ ߠ ≤ 40°. The contrastive analysis between analytical results and experimental results 
in regard to the radial displacement, the shear force, the axial force and the internal couple is 
performed in Fig. 6. It can be perceived that the consistency between experiment results and 
analytic results is good. 
In Fig. 6(a), the greatest radial deformation emerges in the center of elastic ring, and rapidly 
decreases along with the growth of central angle, up to the ends of the curved beam near the 
stretching hinge shown in Fig. 3. The changes of internal shear force in curved beam is shown in 
Fig. 6(b), the maximum shear force is near the centre of curved beam, where should be the contact 
edges of elastic beam and ground, because the change of bending angle is larger. The change rate 
of shear force near the ends of curved beam shows obvious ups and downs, which is mainly 
because of the large bending deformation near the contact part between the curved beam and rigid 
hinges. The results in Fig. 6(c) and Fig. 6(d) show the maximum axial force and internal moment 
are located in the center of curved beam, and the rate of change near the ends of curved beam still 
shows obvious fluctuation. 
Table 1. Wheel property 
Material parameters Geometrical parameters 
ܧ (GPa) ܩ (GPa) ܴ (mm) ℎ (mm) ܾ (mm) ߜ (mm) 
180 75 420 25 180 15 
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Fig. 5. Load experimental verification 
 
a) 
 
b) 
 
c) 
 
d) 
Fig. 6. Test results 
4.2. Vibration modal verification 
For MEW modal testing，the modal test analysis software (LMS Test. Lab) was used for the 
recognition analysis, and modal analysis method (Poly MAX) was used to identify the root of each 
order and solve various modal parameters. With MEW as the test object, use the moving hammer 
for excitation test. MEW was freely suspended, 12 pick-up points were evenly arranged at the 
tread, the band of the test equipment is 512 Hz, the frequency resolution is 0.83 Hz, the experiment 
is shown in Fig. 7, and Fig. 8 shows 1-8 order mode shapes. As can be seen from Fig. 9, the 
theoretical and experimental values are close to prove the accuracy of the proposed model. 
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Fig. 7. Vibration modal test 
First-order shape Second-order shape 
 
Third-order shape 
 
Fourth-order shape Fifth-order shape 
 
Sixth-order shape 
 
Seventh-order shape 
 
Eighth-order shape 
Fig. 8. Vibration shape results 
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Fig. 9. Vibration frequency comparison of the experiment and theory 
5. Conclusions 
1) With the condition of vertical load on rigid ground, as well as the different bearing 
characteristics between pneumatic tire and MEW considered, the curved beam model is developed 
based on the Timoshenko curved beam theory. 
2) According to the force, displacement and elastic boundary conditions of curved beam, the 
normalized fundamental solutions and special solution of governing differential equations are 
obtained by Frobenius method and Green function, respectively. The relationship among radial 
displacement, tangential displacement and curving angle is also revealed. 
3) Through load experiments and vibration modal experiments on MEW the proposed model 
was validated, and which proves effective. 
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